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3. FIRE AND EXPLOSION HAZARD DATA tcontinued) 

NFPA HAZARD CODES i HEALTH t 1 FIRE; 1 REACTIVITY; 0 
UNUSUAL REACTION HAZARD: none 
OSHA FIRE HAZARD CLASS: Class I I IB Combustible Liquid 


4. REACTIVITY DATA 

STABILITY: Stable 

INCOMPATIBILITY - MATERIALS TO AVOID: 

Strong Oxidizing Agents. 

HAZARDOUS POLYMERIZATION: Mill Not Occur 
HAZARDOUS DECOMPOSITION PRODUCTS: 

Carbon Monoxide and Carbon Dioxide, Hydrogen Chloride, Hydrocarbons. 


5. ENVIRONMENTAL INFORMATION 


SPILL RESPONSE: 

Observe precautions from other sections. Collect spilled material. 
Clean up residue with an appropriate organic solvent. Read and fallow 
safety precautions on the solvent label and MSDS. Place in an 
approved metal container. 

RECOMMENDED DISPOSAL: 

Dispose of waste product in a sanitary landfill. 

ENVIRONMENTAL DATA: 

Not determined. 

REGULATORY INFORMATION: 

Volatile Organic Compounds: N/D. 

V0C Less H20 & Exempt Solvents: N/D. 

Since regulations vary, consult applicable regulations or authorities 
before disposal. U.S. EPA Hazardous Waste Number = None (Not U.S. 
EPA Hazardous) . 

EPCRA HAZARD CLASS ' 

FIRE HAZARD: No 'PRESSURE: No REACTIVITY: No ACUTE: No CHRONIC: No 


6. SUGGESTED FIRST AID 


EYE CONTACT: 

Immediately flush eyes with large amounts of water for at least 15 
minutes. Get immediate medical attention. 

SKIN CONTACT: 

Wash affected area with soap and water. 

INHALATION: 

If signs/symptoms occur, remove person to fresh air. If 
signs/symptoms continue, call a physician. 

IF SWALLOWED: 

Do not induce vomiting. Drink two glasses of water. Call a physician. 



Abbreviations: N/D - Not Determined N/A - Not Applicable CA - Approximately 
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8. HEALTH HAZARD DATA 


EYE CONTACT: 

Mild Eye Irritation: signs/symptoms can include redness* swelling* 
pain* and tearing. 

SKIN CONTACT: 

Mild Skin Irritation (after prolonged or repeated contact ) t 


Abbreviations: N/D - Not Determined N/A - Not Applicable CA - Approximately 
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8. HEALTH HAZARD DATA (continued) 

signs/symptoms can include redness, swelling , and itching. 
INHALATION: 

No adverse health effects are expected from inhalation exposure. 

IF SHALLOWED: 

Swallowing a relatively large amount of this material is unlikely to 
produce serious illness or death. 

May produce cathartic action on digestive system. 


SECTION CHANGE DATES 

HEADING SECTION CHANGED SINCE SEPTEMBER 13, 1995 ISSUE 


Abbreviations: N/D - Not Determined N/A - Not Applicable CA - Approximately 


The information in this Material Safety Data Sheet (MSDS) is believed to be 
correct as of the date issued. 3M MAKES NO WARRANTIES, EXPRESSED OR IMPLIED, 
INCLUDING, BUT NOT LIMITED TO, ANY IMPLIED WARRANTY OF MERCHANTABILITY OR 
FITNESS FOR A PARTICULAR PURPOSE OR COURSE OF PERFORMANCE OR USAGE OF TRADE. 

User is responsible for determining whether the 3M product is fit for a 
particular purpose and suitable for user's method of use or application. Given 
the variety of factors that can affect the use and application of a 3M product, 
some of which are uniquely within the user's knowledge and control, it is 
essential that the user evaluate the 3M product to determine whether it is fit 
for a particular purpose and suitable for user's method of use or application. 

3M provides information in electronic form as a service to its customers. Due 
to the remote possibility that electronic transfer may have resulted in errors, 
omissions or alterations in this information, 3M makes no representations as to 
its completeness or accuracy. In addition, information obtained from a database 
may not be as current as the information in the MSDS available directly from 3M. 



3M General Offices 


3M Center 

St. Paul, MN 55144-1000 
1-800-364-3577 or (612) 737-6501 (24 hours) 


MATERIAL SAFETY 
DATA SHEET 


RADIOSHACK CAT. NO. 64-3067 


51 


Copyright, 1998, Minnesota Mining and Manufacturing Company. 

All rights reserved. Copying and/or downloading of this information for 
the purpose of properly utilizing 3M products is allowed provided that: 

1) the information is copied in full with no changes unless prior agreement 
is obtained from 3M, and 

2) neither the copy nor the original is resold or otherwise distributed with 
the intention of earning a profit thereon. 


DIVISION: ELECTRICAL PRODUCTS DIVISION 
TRADE NAME: 

5087 INSULATING GREASE (804 CONNECTOR) 

ID NUMBER/U.P.C. : 80-6105-9660-5 00-54007-06134-2 80-6105-9661-3 00-54007-06135-9 

80-6107-3140-0 00-54007-50187-9 80-6107-3141-8 00-54007-50188-6 

ISSUED: FEBRUARY 4, 1998 
SUPERSEDES: SEPTEMBER 13, 1995 
DOCUMENT: 11-4653-9 


1. INGREDIENT 

C.A.S. NO. 

PERCENT 


WHITE MINERAL OIL (PETROLEUM) 

8042-47-5 

50.0 

65.0 

POLYBUTYLENE 

9003-29-6 

25.0 

40.0 

SILANE TREATED SILICA 

68611-44-9 

5.0 

10.0 

HYDROCARBON POLYMER 

68648-89-5 

1.0 

5.0 


2. PHYSICAL DATA 


BOILING POINT: 

VAPOR PRESSURE: 

VAPOR DENSITY: 

... N/A 
... N/A 
. . . N/A 


EVAPORATION RATE: 

SOLUBILITY IN WATER: 

... N/A 
... Nil 


SP. GRAVITY: 

PERCENT VOLATILE: 

... ca . 
... N/D 

1.000 Water = 1 

pH : 

. . . N/A 


VISCOSITY: 

. . . N/D 


MELTING POINT 

APPEARANCE AND ODOR: Gel 

... N/D 
, amber, 

mild odor 

3. FIRE AND EXPLOSION HAZARD 

DATA 


FLASH POINT: 

FLAMMABLE LIMITS - LEL: .. 

... > 300.00 F T.C.C. 

. . . N/D 

FLAMMABLE LIMITS - UEL: .. 

. . . N/D 


AUTOIGNITION TEMPERATURE: 

. . . N/D 



EXTINGUISHING MEDIA: 

Carbon dioxide, Dry chemical. Foam 
SPECIAL FIRE FIGHTING PROCEDURES: 

Wear full protective clothing, including helmet, self-contained, 
positive pressure or pressure demand breathing apparatus, bunker coat 
and pants, bands around arms, waist and legs, face mask, and 
protective covering for exposed areas of the head. 

UNUSUAL FIRE AND EXPLOSION HAZARDS: 

None known. 


Abbreviations: N/D - Not Determined N/A - Not Applicable CA - Approximately 



b4U-3Ub7 radioshack cat. no. 64-3067 Faxback Doc. # 47307 

Scotchlok™ 804 - Moisture Resistant 

Self-Stripping Electrical Tap Connector 
3M Data Sheet 



Application: 

Use part number 804 to electrically connect a (tap) wire end 
to a through (run) wire, insulate and provide a moisture 
resistant seal for the connection. 

Wire Range: 

18-16 AWG (0,75 - 1,0 mm 2 ) solid and stranded, 14 AWG 
(1,5 mm 2 ) stranded. Insulated copper conductors may be 
tinned or untinned. For use with common thermoplastic 
insulated wires with a maximum diameter of 0. 145 inches 
(3,5 mm). Maximum recommended current for general 
purpose application: 18 AWG — 7 amps, 16 AWG — 10 amps, 
14 AWG— 15 amps. 

Construction: 

U-Contact Tin plated brass, 

0.03 inches (8 mm) thick 

Insulator Polypropylene, 

Color-Blue 

Sealant Mineral oil base 

dielectric grease 

Weight: 

0.0041 lbs (1,60 gm) 


Engineering Specification: 

Self-Stripping Electrical Tap Connector (as manufactured by 
3M, part number 804) shall be capable of connecting a tap 
wire to a run wire and providing a moisture seal, in the wire 
range of 18 - 16 AWG (0,75 - 1,0 mm 2 ) solid or stranded, 
and 14 AWG (1,5 mm 2 ) stranded, tinned or untinned 
insulated copper wire, with a maximum insulation diameter 
of 0.145 inches (3,5 mm). The connector shall be rated 600 
volts and have a insulation temperature rating of 75°C 
(167°F). 

Recommended Installation Tools: 

3M No. E-9BM Crimping Tool 
8" Mechanics (slip joint) Pliers 
9" Linemans Pliers 

Regulatory Agencies: 

U.L. Listed — Tested per UL Standard 486C 
U.L. File No. E23438 

Voltage rated 600 volts maximum building wire: 

1000 volts maximum in signs and lighting fixtures 
(luminaries). 

Temperature rated at 75 "C (167°F). 

® 

LISTED 314R 

Caution: - Sealant may cause skin and eye irritation. In case 
of direct contact, flush eyes with plenty of water and call a 
physician. 






